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FRONT VIEW

STITCHING DESIGN

BACK VIEW

As Per ANSI Z359.11-2014

1.73" (44mm) wide
chest strap (Adjustable)

Leg straps 
Tongue Buckle 
(Ref. PB 005)

for Adjustment

Shoulder
strap (adjustable)

Belan Buckle & Frame

(Ref. PB 003)
&

(Ref. PF 003 B)

Chest Sliding

 Plate

Parachute
Frame

ID plate

Flat D-Ring 

(Ref. ID 06)

(Ref. DR 002)

Lateral D-Ring 

• One Dorsal Attachment O-Ring for Fall Arrest.
• Adjustable Shoulder Straps.
• Adjustable Grommeted Leg Straps.
• Specially Coated High Tenacity Polyester Webbing
• Two Side D-Ring for Work Positioning.

• Material: Polyester
• Width: 1.73 in. ± 0.04 in. (44mm ± 1mm)
• Breaking Strength: > 5000 lbs.

• Material: High-Tenacity Polyester 

• Material: High Strength Steel
• Finish: PCB

• Meets or Exceeds ANSI Z359.11-2014

DESIGN:

WEBBING:

STITCHING THREAD:

METAL COMPONENTS:

APPLICABLE STANDARDS:

WOLVERINE 5-POINT ADJUSTABLE 

FULL BODY HARNESS - ONE DORSAL D-

RING AND TWO SIDE D-RINGS -

TONGUE LEG STRAPS WITH OIL 

RESISTANT WEBBING              
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