
SV-5
™

 Siding Vent

 •3/4” thick by 3” high

 •Easy-to-handle4-footlongsections

 •Pairsgreatwithdoubled-upSturdi-Strips,orother¾”thickfurring

 •15piecespercarton(60linealfeet)

 •Color:Black

 •Heat-resistant:madefromprofileextrudedpolypropyleneplastic

 •Impact-resistant:screw,stapleorpower-nailinplace

 •Crush-resistant:Willnotcompresslike“drainagemat”products

 •JamesHardie®recommended,unlike“drainagemat”products

(see:http://www.jameshardiecommercial.com/pdf/HardiePanel-Rainscreen-Quick-Reference-Guide.pdf)

Q: How much SV-5 do I need?

A:SV-5runslinearlyalongthetopandbottomofthewall,aswellasaboveandbelowwindowsordoors.Takethetotal

lengthofallwallsandmultiplyby2(fortopandbottom),thenaccountforaboveandbelowwallpenetrationstodetermine

howmanylinearfeetofSV-5youwillneed.

STURDI-STARTER FOUNDATION

COR-A-VENT
STURDI-STRIP

(DOUBLE LAYER)

COR-A-VENT SV-5

COR-A-VENT SV-5
FRAMED WALL
W/SHEATHING

#15 FELT PAPER
OR HOUSE WRAP

16'' x 24''
ON CENTER PER
STUD LAYOUT

16'' x 24''
ON CENTER PER
STUD LAYOUT

SIDING

SIDING MUST BE NAILED THROUGH
SV-5 AND THROUGH STURDI-STRIPS

OR WOOD FURRING STRIPS
INTO STRUCTURE BEHIND

TOP OF WALL
DETAIL

1/4'' OPENING

COR-A-VENT SV-5

1/8'' OPENING

11/2''

3/8''

4' LENGTHS

COR-A-VENT
STURDI-STRIP

11/2''

STURDI-STRIP
VERTICAL PIECE

4'

10MM 10MM

SIDE VIEW

• OPTIONAL INSTALLATION
DOUBLED-UP STURDI-STRIPS CAN BE
USED IN PLACE OF WOOD FURRING STRIPS

END VIEW

4' LENGTHS

ENHANCED
INSECT SCREEN

3''

3/4''

• CRUSH RESISTANT EXTRUDED POLYPROPYLENE CORE
• FLUTED AIRWAYS PROVIDE MAXIMUM AIRFLOW
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