
Regulated welding parameters Ergonomic Standard nozzle for optimum weld 

seam width

UNIROOF 300

Roof welding machine for beginners

The compact UNIROOF 300 automatic welding machine is ideally suited for welding medium 

to large, flat roofs and is ideal as an entry-level machine due to its simple operation.
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UNIROOF 300
 + Reliable roof welding machine with a digital display

 + Excellent price-performance-ratio

 + Homogeneous weld seam thanks to the standard nozzle

 + Low-maintenance, drive motor

 + Compact and light at only 37.5 lbs 

Article numbers

168.634  UNIROOF 300, 230 V / 3450 W, 1.57 in, EU plug

168.635  UNIROOF 300, 120 V / 1800 W, 1.57 in, US plug

168.636  UNIROOF 300, 100 V / 1500 W, 1.57 in, JP plug

168.637  UNIROOF 300, 230 V / 3450 W, 1.57 in, Industrial plug

168.638 UNIROOF 300, 230 V / 3450 W, 1.18 in, EU plug

168.639  UNIROOF 300, 230 V / 3450 W, 1.57 in, without plug

Technical Data

Voltage [V]    100 – 230 

Power [W]     1500 – 3450

Temperature [°F]  212 –1112 

Frequency [Hz]  50 / 60 

Weight [lb] 37.47 

Speed [ft/min]  3.28 –32.81 

Air volume 68°F [cfm]  1.58 – 3.53 

Size L × W × H [in] 18.7 × 9.6 × 10.23

Conformity marking 

Protection class I  


